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NEMA PHASING

4. THE INSTALLATION OF PROPOSED VIDEQ DETECTION EQUIPMENT SHALL

" NECESSITATE THE REMOVAL OF EXISTING CABLES ASSOCIATED WITH
THE PRESENCE LOOP DETECTORS BEING REPLACED BY VIDEQ DETECTION.

S. ALL UNUSED SIGNAL CABLES SHALL BE REMOVED AND DISPOSED.

6. ALL PAVEMENT MARKINGS DTAILED ARE PROPOSED AND ARE TO

| ' | b1 B2 B4
. 'GENERAL NOTES - EXISTING SIGNS EXISTING SIGNS
<O
< 1. VIDEO CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH o o 10 BE REMOVED EXISTING SIGNALS : FLASHING
< ~ THE SHA ENGINEER. | - 12 | 10,11,13 i —_> OPERATION
£ 2. THE CONTRACTOR SHALL CONTACT SHA TO SCHEDULE RETROFITTING OF | —
s THE CONTROLLER EQUIPMENT IN ORDER TO GPERATE VIDEQ DETECTION | - B A
" EQUIPMENT. _ S
= . | o
= MD. 765 IS ASSUMED TO TRAVEL | 3. THE_CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL VIDED | ONLY | |
= - IN'A NORTH-SOUTH DIRECTION. DETECTION CAMERA CABLES TO THE APPROPRIATE TERMINALS AND | ‘ R 10-I2
# | - PROPERLY. LABEL EACH CABLE SO THAT 'SHA FORCES CAN MAKE THE FINAL CONNECTIONS. | . 36'X42"
] ' '
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NEMA NOTES

1. PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
2. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.

BE INSTALLED IN ACCORDANCE WITH SHA STANDARDS. _ , '\j>
PROJECT DESCRIPTION
RIGHT OF WAY LINE
I. GENERAL
This project invoives the modification of an existing Traffic Control ' SNEOMEE

Signal at the intersection of MD 765Q (HG Trueman Rd)} and
MD 497 (Cove Pt Rd) in Calvert County. The existing loop detection
shall be replaced by video dectector cameras.

PROPOSED CAMERAS

Cap #4572 < - VIDEO DETECT;ON CAMERA {(a-d)
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A - ?00 / A
§ VIDEO CONTROL CABLE. 500 | | Sy
- ONE HANDHOLE IS LOCATED
-~ IN THIS AREA
ES-EXISTING UNDERGROUND SERVICE \
TO BE MAINTAINED BY SMECO . 1007 JY |,
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EQUIPMENT LIST (CONT.)

B. EQUIPMENT TO BE FURNISHED AND INSTALLED
BY THE CONTRACTOR :

EQUIPMENT LIST

- . ITEM
A. EQUIPMENT TO BE SUPPLIED BY S.H.A.. NO. DESCRIPTION QUANTITY
ITEM FFi . 1 EA
NO. DESCRIPTION QUANTITY 1001 e amongs OF fraffic per_ ST B
9001 Detector rack power supply 1 EA , T
| (To be instaled by SHA forces) 5001 ggvg,;gg:fEﬁg';;;ﬂ?nggmm”* |
. any width. ' ‘ ,
9046 Detector rack retrofit. 1 EA ‘ - _ :
~ (To be instaled by SHA forces) _ 5002 24" wh|+$ hegi Gppé:ed s 250 LeF.
9086 Video detection interface | 1 EA ?gggﬁgg?csgtc §2€§men+ ' |
equipment: 1-4 cameras mark ing.
(To be installed by signal shop). ‘ T _ _
8004 Remove and dispose of 1 EA

existing .material and
RIGHT OF WAY LINE equipment per assignment.

TION DETAILS 8026 Video detection camera 4 _EA
COMMUTER PARKING LOT 8028 Control cable. 500, video 4 EA
e detection camera to controller
ONE HANDHOLE IS LOCATED A. Install video detector camera onto existing mast arm as shown.
IN THIS AREA " . . .
B. Install 24" white. heat applied permanent preformed thermoplastic STATE OF MARYLAND

+ king. (stopline) ' |
pavement marking. (sTopiine \ DEPARTMENT OF TRANSPORTATION

STATE HIGHWAY ADMINISTRATION
¥ ,

MD 765 (H G TRUEMAN RD)

. Remove 50’ of existing double yellow centeriine pavement marking:

s . S
« Remove existing stopline. : / _ch
~ &

C
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E. Remove 50’ of existing white lane Iine pavement marking. X -
F-_ Disconnect and abandon existing loops AND MD 497 ( CDVE PT RD )
G. Use existing handhole. . , o . //' : : o L VAT A AT RS _ ' \ .
- H. Use existng conduit. | \ APPROVALS / | REVISIONS = TRAFFIC SIGNAL PLAN
GEOMETRIC LEGEND ' . / . ' . . -
== J. Use existing oqbune+ Video interface and 4~ohannei detector rack W|+h powe7’supp Y _ Install video detection & 10/24 e '
PROPGSED shall be installed into existing base-mounted cabinet and controller by SHA/Forces. Logb _ J l \\5(’ . reloc MD 765 S/B sjapbar SCALE_1"= 20 _ DATE CONTRACT NO.
EXISTING detector amplifiers shall be removed by SHA Forces. ' / e < AT7246185 -
LEGEND OF UNDERGROUND D 1 ) ' Q$ WA i WF%‘?H DESIGNED BY COUNTY __ CALVERT
K. Use existing handhole. Disconnect and abandon existing loops. A AS-BUILT AD ADDING 9/97
AND OVERHEAD UTILITIES | — AN E/P LT TO WB ND 497 - DRAWN BY___W. MALCOM LOGMILE __04049700.25
AERIAL CABLE A——a L. Proposed video detection area. ASST- DW\,@“ SHAT AWZ735185 D. DODA 1077 ‘
ELECTRIC P M Exioti ) 4 olectrioal o +0 be maintained by SMECO STREET TRAFFIC STUDIES, LTD. Q:\G am | 1 1 1| CHECKED BY _D-. - TIMS NO.
- V * -» -
é%fmmNE ; z Xisting underground electrical service to be maintaine Yy gﬁéﬁ%ﬁ?%&r | Dﬂﬂé? < — F.A.P. NO. TOD NO.
SEWER s s N. Remove existing sign Ph (4i0) 590-5500
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